
TECHNICAL DATA OF MGYL SERIES
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MGYL711-2 0.37 2800 2.7 220 67 0.92 1.8 1.6 72   50/250   8/450 10

MGYL712-2 0.55 2800 3.9 220 70 0.92 1.8 1.6 72 100/250 15/450 11

MGYL711-4 0.25 1400 2.0 220 62 0.92 1.7 1.6 67 75/250 15/450   9

MGYL712-4 0.37 1400 2.8 220 65 0.92 1.7 1.6 67 75/250 15/450 10

MGYL801-2 0.75 2800 4.9 220 73 0.95 1.8 1.6 75 100/250 25/450 14

MGYL802-2 1.1  2800 7.0 220 75 0.95 1.8 1.6 75 100/250 30/450 15

MGYL801-4 0.55 1400   3.95 220 69 0.92 1.7 1.6 70 100/250 15/450 13

MGYL802-4 0.75 1400   5.05 220 71 0.95 1.7 1.6 70 100/250 25/450 14

MGYL90L1-2 1.5  2800 9.4 220 76 0.95 1.8 1.6 78 200/250 40/450 22

MGYL90L-2 2.2  2800 13.7  220 77 0.95 1.7 1.6 78 300/250 50/450 24

MGYL90L1-4 1.1  1400 7.3 220 72 0.95 1.7 1.6 73 150/250 30/450 21

MGYL90L-4 1.5  1400 9.7 220 74 0.95 1.7 1.6 73 200/250 40/450 23

MGYL100L-2 3     2800 18.2  220 79 0.95 1.7 1.6 83 350/250 55/450 24

MGYL100L1-4 2.2  1400 13.9  220 76 0.95 1.7 1.6 78 300/250 50/450 32

MGYL100L2-4 3     1400 18.4  220 78 0.95 1.7 1.6 78 350/250 55/450 33


