
TECHNICAL DATA OF MGYY SERIES
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MGYY63M1-2 0.18 1.37 220 50 2790 65 0.92 0.4  1.7   5 70

MGYY63M2-2 0.25 1.87 220 50 2790 66 0.92 0.4  1.7   7 70

MGYY63M1-4 0.12 1.06 220 50 1390 57 0.90 0.4  1.7   3.5 65

MGYY63M2-4 0.18 1.54 220 50 1390 59 0.90 0.35 1.7   5 65

MGYY71M1-2 0.37 2.73 220 50 2800 67 0.92 0.35 1.7 10 75

MGYY72M2-2 0.55 3.88 220 50 2800 70 0.92 0.35 1.7 15 75

MGYY71M1-4 0.25 2.02 220 50 1400 61 0.92 0.35 1.7   7 65

MGYY71M2-4 0.37 2.95 220 50 1400 62 0.92 0.35 1.7 10 70

MGYY80M1-2 0.75 5.15 220 50 2800 72 0.92 0.33 1.7 20 75

MGYY80M2-2 1.1  7.02 220 50 2800 75 0.95 0.33 1.7 30 78

MGYY80M1-4 0.55 4.25 220 50 1400 64 0.92 0.35 1.7 15 70

MGYY80M2-4 0.75 5.45 220 50 1400 68 0.92 0.32 1.7 20 70

MGYY90S-2 1.5  9.44 220 50 2800 76 0.95 0.30 1.7 45 83

MGYY90L-2 2.2  13.67  220 50 2800 77 0.95 0.3  1.7 65 83

MGYY90S-4 1.1  7.41 220 50 1400 71 0.95 0.32 1.7 30 73

MGYY90L-4 1.5  9.83 220 50 1400 73 0.95 0.3  1.7 45 78


